LTSI NK-500E-V . 157000

* 7554 of tipping loads

RATED LIFTING CAPACITY (1)  wnit; meticton)

QCutriggers fully extended with front jack -360° fuli range
Qutriggers fully extended without front jack - over side and over rear
Working 108 m 14.45m 18.1m 21.75m 254 m 32.7m 40.0 m
radius (m) Boom Boom Boom Boom Boom Boom Boom
3.0 50.50 28.00 28.00 24.00
3.5 42.20 28.00 28.00 24.00 18.0C
4.0 37.00 28.00 28.00 24.00 18.00
4.5 33.00 28.00 28.00 24.00 18.00
5.0 30.20 28.00 28.00 24.00 18.00 13.00
55 27.50 26.50 25.60 23.20 18.00 13.00
6.0 25.00 24.00 23.50 21.50 18.00 13.00
6.5 22.70 22.30 21.80 19.90 18.00 13.00 7.50
7.0 20.70 20.30 20.00 18.40 16.80 13.00 7.50
7.5 18.90 18.60 18.50 17.10 15.70 13.00 7.50
8.0 4 17.40 17.10 17.00 15.90 14.80 12.30 7.50
8.5 15.95 15.70 15.60 14.65 14,00 11.60 7.50
9.0 14.35 14.20 14.10 13.50 13.20 11.00 7.50
9.5 12.85 12.70 12.55 12.45 10.50 7.50
10.0 11.70 11.55 11.45 11.40 10.00 7.30
11.0 9.75 9.60 9.50 9.45 9.10" 6.80
12.0 8.20 8.10 8.00 7.95 . 8.30 . 6.30
13.0 7.00 6.85 6.76 6.70 7.55 5.90
14,0 5.85 575 5.70 6.50 5.50
16.0 4.25 4,15 410 4.95 4.70
18.0 3.00 2.95 3.75 4.00
20.0 210 2.05 2.80 3.30
22.0 1.30 2.10 2.55
23.0 1.00 1.80 2.25
24.0 1.50 2.00
26.0 - 1.05 1.50
280 0.65 1.10
30.0 : ’ 0.75
31.0 0.60
Standard hook for 50.5 ton tor 20 ton
Hook weight : 500 kg 270 Ky
Parts of line 12 7 7 6 5 4 3
Critical boom angle — — B o s 257 357




CIX<I NK-500E-V
RATED LIFTING CAPACITY (2)  writ: weticwn

" %BS 1757 1 1986
Based on  * DIN 15019-2
* 75%% of tipping loads

Qutriggers-intermediately extended without front jack

-360° full range

Quitriggers fully extended without front jack - aver front
Working 10.8 m 14.45m 18.1m 21.75m 254 m 327m 40.0m
radius (m) Boom Boom Boom Boom Boom Boom Boom
3.0 32.00 28.00 28.00 24.00
3.5 32.00 28.00 28.00 24.00 18.00
4.0 32.00 28.00 28.00 24.00 18.00
4.5 26.30 25.00 24.00 22.00 18.00 _
5.0 19.90 19.70 19.40 18.00 16.50 13.00
55 15.75 15.55 15.30 15.20 15.00 13.00
6.0 12.80 12.60 12.40 12.30 12.25 11.80
6.5 10.60 10.45 10.25 10.15 10.10 10.60 7.50
7.0 8.95 8.75 8.60 8.50 8.45 9.45 7.50
7.5 7.60 7.45 7.25 7.15 7.10 8.10 7.50
8.0 6.50 6.35 8.20 6.10 6.05 7.00 7.50
9.0 4.80 4.70 4.55 4.45 4.40 5.30 6.00
10.0 3.50 3.35 3.25 3.20 410 4.70
11.0 2.55 2.40 2.35 2.30 3.15 3.75
12.0 1.80 1.70 1.60 1.60 2.40 2.95
13.0 : 1.80 2.35
14.0 1.30 1.85
15.0 1.40
Standard hook for 50.5 ton for 20 ton
Hook weight 500 kg 270 kg
Parts of line 12 7 7 - B 5 4 3
Critical boom angle — — 40° 51° 58° 62" 66°




LE31 NK-500E-V

RATED LIFTING CAPACITY (3)

" *BS 1757 : 1086

Basedon *DIN15019-2

*75% of tipping loads

{Unit ; Metric ton}

Cutriggers-fully extended with front jack
Outriggers fully extended without front jack

-360° full range
- over side and over rear

40m Boom + 9.2m Jib

40m Bogm + 15m Jib

Boom Offset 5° Ofiset 25° Offset 45" | Boom Offset 5° Offset 25 Offset 45°
el e g o g e e e e o e
. m | O m O] W | O ) m | W O Ty | @
81.0 8.90C 13.50] 11.80 |2.30) 13.80 |1.25] 8710 10.70 12.50] 15.50 §1.20] 18.80 |0.70]
780 10.90 |3.50] 13.50 12.30] 15.35 |1.25) &00 11.75 12.50] 16.40 |1.20] 19.55 ]0.70
78.0 11.80 |3.50] 14.35 |2.30} 16.20 |1.24] 780 12.85 |2.50] 17.35 |1.20} 20.40 10.69
770 | 1270 13.32) 1520 |2.23] 17.00 |1.22} 780 14.0C |2.50] 18.30 |1.19] 21.25 |0.62
8.0 13.50 13.13) 16.00 |2.16] 17.80 |1.20] 770 15.00 12.35¢ 19.20 |1.16] 22.10 |0.68
750 | 1440 |2.97) 16.80 12.09] 1855 |1.18] 7870 15.95 |2.22} 20.00 11.13] 22.90 }0.67
4.0 16525 |2.82| 17.65 J2.02] 19.30 |1.17]| 750 16.90 }2.10] 20.95 11.10] 23.70 [0.65
20 16.85 J2.55] 18.25 11.89% 20.80 11.13] 740 17.85 |1.98] 21.85 |1.07] 24.50 |0.64
700 | 18.80 12.33] 20.90 |1.76] 22.25 {1.10] 720 19.75 11.78| 23.60 |1.03] 286.15 |0.63
680 | 20.05 |2.14] 2240 [1.65] 23.70 |1.07] 700 | 21.50 |1.61] 25.35 §0.98] 27.75 |0.61
66.0 | 21.60 |1.97] 23.90 |1.56] 25.20 |1.05] &80 2340 |1.48] 27.05 |0.94] 29.25 {0.60
640 |23.15 |1.83] 25.30 |1.47} 26.55 |1.03| 660 2510 {1.36] 28.70 JC.91] 30.75 10.58
620 | 24.65 j1.71] 26.75 |1.38} 27.90 |1.01} 640 | 26.85 |1.26] 30.30 |0.88] 32.15 |0.57
600 | 2615 [1.51( 28.20 {1.30] 29.25 }0.99] 620 28.45 |1.16] 31.85 |0.85] 33.55 J0.56
590 | 26.85 |1.38( 28.85 {1.26] 29.90 §0.98] 820 30.05 |1.08] 33.35 |0.81] 34.90 J0.56
580 | 27.45 1.23| 29.50 [1.15]| 30.5C 10.97| $80 | 31.70 |1.01}] 34.75 10.77]| 36.25 }0.55
560 | 28.75 |1.02( 30.75 |0.94( 31.70 |0.90( 570 3240 (0.90| 35.40 |0.75] 36.85 }10.55
540 | 30.00 [0.80| 31.90 |0.75| 32.80 [0.72| %60 | 33.05 |0.80| 36.10 [0.70| 37.50 [0.54
520 | 31.15 (0.680| 33.05 j0.58| 33.80 (0.57| 540 34.40 |0.60| 37.40 |0.55| 38.65 |0.54

Stﬁg{d}ird for 4 ton Stﬁzgﬁrd for 4 ton

wegh 120 kg weight 120 kg

Parts Parts

of line 1 of line 1

Critical Critical

boom 51° boom 53°

angle angle




EX3°1 NK-500E-V
RATED LIFTING CAPACITY (4)

% B8 {757 . 1986
Based on *DIN 15019-2
*75% of tipping loads

(Unit ; Metric ton)

Qutriggers intermediately extended without front jack

QOutriggers Tully extended without front jack

-360° full range
- over front

40m Boom + 8.2m .Jib

40m Boom + 15m Jib

Boom | Offset 5° QOfiset 25° Offset 45" | Boom | Offset 5° Offset 25° |_ QOffset 45°
angle (VNG ogq[Workinoll oad| WorkinS| Load| angle |WorkinglL oad [ Yorenol oad|Workingl. oad
) m O m | ®O m | 8] ) m | O m O] m W
81.0 8.90 |3.50] 11.80 |2.30] 13.80 {1.25] &7.0 | 10.70 |2.50] 15.50 }1.20] 18.80 }0.70
78.0 | 10.90 §3.50] 13.50 |2.30] 1535 {1.25§ &0.0 | 11.75 |2.50] 16.40 }1.20] 19.55 |0.70
7.0 | 11.80 [3.43[ 14.35 |2.30] 14.85 |1.24] 79.0 | 12.85 |2.50] 17.35 [1.20] 20.40 |0.69
770 | 1245 |2.88] 15.15 |2.22| 16.20 |1.22] 78.0 | 14.00 J2.50] 18.30 |1.19] 21.25 ]0.69
6.0 | 13.20 |2.44| 15.85 |1.92]| 17.00 |1.200 770 | 14.90 [2.20] 19.20 J1.16] 2210 {068
/5.0 | 13.95 |2.06| 16.60 |1.63] 18.55 11.18) 76.0 | 1570 |1.87] 20.00 ]11.13] 22.90 {0.67
74.0 | 14.80 [1.73] 17.30 [1.40] 19.30 |1.17) 75.0 | 16.60 [1.58] 20.95 [1.09]| 23.75 |0.65
Stﬁggﬁm for 4 ton Stgggﬁrd for 4 ton
ook 120kg ook 120 kg
Parts 1 Parts 1
of ling of line
Critical Critical
boom 73" boom 74"
angle angle
- . * 851757 1086
LEAC] NK-500E-V oo vioss”
RATED LIFTING CAPACITY (5) it ; Meticton
Outriggers fully retracted (blocked on vertical cyls.} - 360" full range
Working radius (m) 10.8m Boom
3.0 8.00
3.5 6.40
4.0 5.10
4.5 4.20
5.0 3.40
5.5 2.80
6.0 2.30
B.5 1.90
7.0 1.60
7.5 1.25
8.0 1.00
Standard hook for 50.5 ton
Hook weight 500 kg
Parts of line 12
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